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Polymer

StrataGrid Geogrid

Aperture J
PET,  “Fee Tu T Tae Jae (o
HDPE, (inches) (Ib/ft)  (Ib/ft)  (Ib/ft)  (Ib) deg)
PP)
PET 0.95x0.90 1875
Borrow (¢ =30")
T
RF al
RFp (Ib/ft Ci
3-yr  75-yr  100-yr @ 3-yr 75-yr 100-yr
12 175 2.46 250 1070 761 751 08
Fine Aggregate ($ =34")
T
RF al
RFio (Ib/ft) c
3-yr  75-yr  100-yr 3-yr 75-yr 100-yr
135 197 2.77 2.81 951 676 668 08
Coarse Aggregate (P =38")
T
RF al
RFp (Ib/ft) Ci
3-yr  75-yr  100-yr 3-yr 75-yr 100-yr
17 2.48 3.49 3.54 755 537 530 08

wide width tensile strength @ ultimate (Ib/ft),

wide width tensile strength @ 2% strain (Ib/ft),

wide width tensile strength @ 5% strain (Ib/ft),

average junction strength per rib (Ib),

aperture stability modulus (m-N/deg),

creep reduction factor for 3, 75 and 100-year design life,
durability (degradation) reduction factor,

installation damage reduction factor,

RFp®* RFcr * RFpfor 3, 75 and 100-year design life,

coefficient of interaction,

pullout resistance factor = C; tan @ ,
coefficient of direct sliding and

soil-geogrid friction angle (deg) = Cys tan @ .
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